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RS 232 / RS 485 to USB converter with optical isolation  
type RS / USB 

PURPOSE: 

RS / USB converter is designed for industry, 
measuring services, utilities and everywhere 
else where serial transmission is a must and 
threats of surges occurs. 

It enables to convert USB interface to serial 
communication interface, both RS 232 and 
RS 485. 

The device is powered directly from USB 
interface. Converter itself provides optical 
separation of USB interface. 

After connecting the converter to the USB 
interface two virtual serial ports are created, 
one for RS 232, other one for RS 485. 

CHARACTERISTICS: 
 Notebook / Laptop / Desktop protection against surges arising during communication with 

devices connected to higher voltages and, as a consequence, against failures that may occur 
while using serial communication in such situations, 

 Creation of two virtual serial ports with possibility to edit their numbers within the interval of 1 
to 256, 

 RS 232 supports the following signals: TX, RX, RTS, CTS, GND what enables performing safe 
communication between devices requiring serial connections. 

TECHNICAL DATA: 
 USB 2.0 full speed compatible, 
 RS 232 (TX, RX, RTS, CTS, GND), 
 transmission up to 120 kbps for RS 232, 
 RS 485 (D+, D-, GND), 
 automatic detection of transmission direction for RS 485, 
 transmission up to 3 Mbps for RS 485, 
 optical isolation up to 2500 V, 
 4 LEDs signalizing data transfer (transmitting and receiving), 1 LED for power signal, 
 USB powered – no separate feeder needed, 
 enables “hot connection” – no need to switch the computer off, 
 computer connection via USB A/B cable, 
 available drivers: Windows 98/2000/XP/Server 2003/Vista/7/Server 2008 (32 & 64 bits), 
 working temperature: 0 oC … +85 oC, 
 dimensions / weight: 67 x 57 x 25 mm / 55 g, 


